SPE写作指导总结
说明：《SPE REE》编辑在给我的大修邮件中附了一个《SPE Style Guide》，我认为这个指导书对我们进行SPE论文写作甚至其他SCI期刊的论文写作都有着非常重要的指导作用。但由于该指导书为全英文，且篇幅较长，对于科研小白来说想要在短时间内掌握SPE写作规范比较困难，因此我所做的工作是对该指导书进行总结，为像我这样第一次写SPE论文的科研小白提供一个快速入门的参考资料。使用者可以直接在文档中搜索关键字进行所需要规范的检索。
——舒晋
引言部分
1.参考文献格式：
第一部分：SPE写作风格
1.1SPE整体写作风格建议：
（1）多使用主动语态
（2）减少长难句：15-20 words
（3）减少缩写：一般文章中出现五次或五次以上的可以使用缩略语，仅出现一次的不要使用缩略语。第一次使用缩略语时，将该缩写放到括号里。如果在标题、图表名称中出现，需要拼写出全称。
（4）用相同意思的短单词
（5）避免使用行话
1.2拼写要求：
（1）复合词（compound words）：
①v+adv的复合词作v时应该写成两个词。比如workover well应该写成work over well；buildup pressure应该写成pressure can build up。（简记：动副（介）作动拆）
②n+n的复合词作adj应该写成一个词。比如casing head gas应该写成casinghead gas；oil field problems应该写成oilfield problems。（简记：双名作形合）
（2）拉丁词汇：（略）
（3）英式拼写vs美式拼写：（略）
（4）石油工业术语（见英文原文附录A）
1.3缩写要求（abbreviations）：
（1）学位缩写：比如PhD degree或者MS degree，不带获得学位的时间地点。
（2）机构缩写：比如SPE或者IADC或者SPWLA，不带获得学位的时间地点。
（3）政治实体缩写：第一次使用不需要写出全拼，比如US或UK。
（4）公式与图的缩写：比如Eq.5或Fig.6。
（5）表、附录、列、章节：不缩写但首字母要大写，比如Table 1、Appendix A、Column 2、Section 4.1。
（6）页：不缩写，首字母不大写，page。
（7）序号：No.4或Sample 3。不要使用#。
（8）缩略语：每个单词首字母大写，比如BOM——bill of materials
（9）编程语言缩写：BASIC、UNIX、FORTRAN等。
1.4单位：
（1）仅使用英制或国际单位制，不能混用。例外：文本国际单位制，管道尺寸英制单位。
（2）单位缩写：除非单位特别长，类似于“scf/D”——“several standard cubic feet per day”。（可参考英文原文附录D）。
（3）单位复数：单位没有复数，比如10bbl而不是10bbls。
（4）时间单位：使用习惯缩写（如下），否则全拼。
[image: ]
（5）一些习惯的度量单位：不能用符号，要用缩写，比如英尺，用ft不用
（6）%：%和值之间没有空格，比如5%。
（7）°：作为角度、温度没空格，作为API读有空格（如下）。
[image: ][image: ]
（8）/：代替per，每
（9）其他：
[image: ]



第二部分：科技论文元素
2.1文章标题
（1）名次、代词、副词以及no、nor、off、out、so、up：大写；少于四个字母的动词或者动词短语中的每一个词大写，比如Held Up、To Inject、Can Be Produced。
（2）符合形容词：大写，比如Two-Phase，In-Situ，Full-Sized。
（3）标点符号：使用冒号或破折号，避免使用逗号（如下）。
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2.2附注（bylines）
注意事项：
（1）包含每一个作者和机构
（2）同机构作者不需要重复写机构（如下）
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（3）作者顺序要固定
（4）作者的公司从属单位写作期间发生变化的要注明（如下）
[image: ]
（5）组织机构缩写（英文原文附录C）
（6）注重不同人数的用法（案例如下）：
[image: ]
（7）高校不用出现所在地，写出名字即可（如下）。
[image: ]
2.3文章主体
2.3.1字体（typeface）
（1）粗体：
①在bylines中的作者名
②章节标题
③第一次提到的图表，以及标点，后续图表不需要加粗。（如下）
[image: ]
这里面需要注意括号的使用，括号里面没有额外文字则括号加粗，反之不加粗。（如下）
[image: ][image: ]
（2）斜体：
物种名称、期刊标题、一些数学元素（如下）
[image: ]
2.3.2枚举格式（enumeration of point）
（1）简短的枚举不要使用编号。（如下）
[image: ]
（2）整句枚举：可以使用冒号和分号进行枚举。（如下）
[image: ]
（3）列表枚举：
①符号式：
[image: ]
动宾短语是完整的句子，所以要有句号。
[image: ]
动名词短语不是完整的句子，所以没有句号。
②序号式：
[image: ]
一篇论文的结论为这种类似的序号列表，不过要左对齐。
2.3.3公式格式
（1）公式的符号参考英文原版附录E。
（2）介绍方程的句子：要有句号或者冒号。（如下）
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（3）公式要素：缩进、编号、终止符、圆点。（如上）
（4）上下标要对齐
（5）字母命名符合SPE命名方式（见2.4.1），在文章结尾中定义它们。
（6）公式换行规则如下：
[image: ]
（7）括号的使用规则：函数嵌套（左）、元素集合（右）
[image: ][image: ]
（8）论文正文中用缩写（如下）
[image: ]
2.3.4引用格式
（1）引用需要在后面添加（姓名 年），如果文中出现作者名，则括号中不需要出现姓名。例如：
[image: ]
（2）相同作者或相同年份引用方法：
[image: ]
（3）对于引用篇幅长，且本论文中引用了不止一部分的情况：
[image: ]
（4）标准引用要用正确：
[image: ]
2.3.5图表公式编号
（1）附录中的图表公式编号：
[image: ]
（2）一个图表中有两部分时：
[image: ]
（3）图用Fig.而不是用chart/exhibit/graph/photo这样的
（4）引用两部分时：
[image: ]
（5）首次引用加粗：
[image: ]
（6）之前提到过的图表与另一个首次被提及的图表分组，依然要粗体：
[image: ]
2.3.6脚注（footnotes）
如果文中有脚注，要求：
（1）简短
（2）将它们放在引用页面的底部
（3）第一个使用一个星号*，第二个使用两个星号*，两个以上脚注用数字或字母代替星号。
2.4符号与命名
（1）文中字母可以用斜体，数字、数学缩写（sin）、大写希腊字母或化学符号不行。专有名词的缩写要写对：
[image: ]
（2）符号定义要独一无二，不能重复。
（3）符号应为单内核，不能使用多字母符号（如WOR）。使用上下标区分相同单字母内核。
2.4.1命名规则（nomenclature）
（1）在论文结尾列出所有符号和字母的命名，如下：
[image: ]
注：如果作者选择省略命名法，则SPE要求作者文中首次提及时明确定义单位和尺寸。
（2）文中出现双单位，第二组单位应该出现在括号内：
[image: ]
（3）文章结尾单位列表要求：
①罗马字母先小写，再紧跟大写。
②希腊字母先小写，再紧跟大写。
③相同字母中，相应地按顺序排。需要注意的是△P的话，△优先于P，还是看首字母△。
[image: ]
2.5致谢（acknowledgements）
这个是可选的，可说明为论文提供支持的人或基金。
2.6参考文献（references）
SPE的参考文献与Chicago style类似，但不完全相同。包含的元素有：
作者名、出版年、文献名；
如果是图书：版本、卷次、系列、篇章、页数、出版社的名称和地点；
如果是期刊：期刊名称、卷次、期数、页码、出版日期、论文号、DOI；
如果是会议：名称、地点、日期、日期、页数、DOI。
注：英文文献对参考文献的要求不高，且可以直接利用zetro或者endnote来生成参考文献。因此不做赘述。
2.7附录（appendices）
附录位置在参考文献后面。
2.8换算系数表（conversion factors）
如果文中只有一个单位系统（英制单位、美制单位），则需要在论文结尾处增加一个单位换算系数表，该表包含所有文中所用的参数单位。如果有两套单位则不需要。官方标准可以去参考SPE网站。
http://www.spe.org/authors/docs/metric_standard.pdf.（那个E是科学计数法）
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有一些单位在两种系统中是通用的，不需要转换：
[image: ]
2.9作者传记（author biographies）
作者传记写在论文主体的结尾，顺序与作者顺序相同。要素：
①名字和隶属关系：
[image: ]
②研究领域
③学历：
[image: ]
④SPE号
2.10图（figures）
（1）提交论文时，按照文章中的图片顺序将图片打包。
（2）书和论文不同，论文图直接按顺序变化，书的话才用类似于Fig.3.1这样的按章节编号的方法。
（3）分辨率要求：至少300dpi。设计时要么单列，要么全宽（这是因为SPE论文是两列的），如：
[image: ][image: ]
（4）字体要求：8号、Arial或Helvetica、加粗。首字母大写。
（5）标题中的数量和单位要用括号分隔，用适当的单位缩写：
[image: ]
（6）带标点的长标题，只大写第一个单词首字母，图中使用的缩写要在图片中定义。
（7）图中避免使用不明确的缩写
2.11表（tables）
（1）提交表格要打包
（2）用阿拉伯数字编号
（3）标题尽可能简洁，如果标题为长句首字母大写
（4）标题中单位写到括号里。
2.11.1表格格式（参考附录I）
（1）表格大小要么占一列，要么占满两列尺寸分别有（20pi、41pi，如果可读性差也可以考虑30pi，具体参考附录I）（因为SPE论文是两列）
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（2）字体：8号、Arial或Helvetica（标题、内容），6.5号、Arial（脚注）；脚注在表格下方，表格主体之下，表格标题之前。
[image: ]
（3）列标题：大写首字母，居中；但是如果数据是左对齐则也左对齐。
（4）行标题：大写第一个单词首字母，专有名词大写，酌情左对齐或居中。
（5）表标题：不要加粗。

第三部分：语法和标点
3.1语法常见错误
（1）a，an：缩写时，每个字母都发音的用an，否则遵循元辅音规则：
[image: ]
（2）about：不要用来表近似，用approximately。
（3）albeit：用though
（4）all of：出了代词之外，不用of。比如：all of them可以，all the drill bits可以，all of the drill bits 不行。
（5）allow，enable：前者不管事情发不发生，表允许；后者有主动意为。
（6）based on，on the basis of：看后面的句子的主语，主被动。
（7）below：不要用作少于（less than）。
（8）commence，initiate：用begin或start
（9）connote，denote：前者是暗示（imply），后者是明确的（explicit）
（10）currently，presently：前者是正在发生，后者是即将发生。
（11）data，datum：前者是复数，后者是单数
（12）different/differ from：前者是一对多，后者是一对一
（13）dilemma：两个不具吸引力的方案之间选择的困境
（14）due to：等价于attribute to；作副词是意为因为（because of），可替换   through、because of、caused by、resulting from、owing to让文章更简洁。
（15）due to the fact that：用because
（16）effect，affect：前者作名词result或动词bring about；后者作influence
（17）employed：用used
（18）etc.：不能和such as、for example合用
（19）graph，plotted：前者是名词，后者是动词
（20）hopefully：不要用这种不确定性的词
（21）impact：不要用作动词，用affect或influence作动词
（22）imply，infer：前者是暗示，后者是从证据中推出来的。
（23）in order to：简化使用to
（24）input，enter：前者用作名词，后者用作动词
（25）注入井：injection well而不是input well
（26）less、fewer：前者跟不可数，后者跟可数
（27）majority、minority：表示数量而不是大小
（28）on、upon：首选on
（29）optimal、optimum：前者表最佳或有效，后者表程度。
（30）over：用作above、across、beyond，不要用作比较（同7：below）
（31）principal、principle：前者是最初的，后者是基础的真理或有决定性的案例。
（32）prior to：用before
（33）探明储量：proved reserves
（34）since：用来表时间；用because表原因
（35）so as to：用thereby
（36）subsequent to：用after
（37）takes into account：用account for
（38）upscale：用scale up作动词
（39）utilize、utilization：用usage
（40）very：不要过度使用用来表达结果非常重要，有多重要需要用数字说话。

3.2标点
3.2.1逗号（comma）
（1）三个元素以上连接用逗号
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（2）连接状态用逗号
[image: ]
（3）相似形容词修饰用逗号
[image: ]
3.2.2冒号（colon）
（1）介绍用冒号
（2）动词和介词之后不要用冒号
[image: ]
（3）引语用冒号
（4）数字间的比值用冒号，单词间的比值用斜杠“/”
（5）冒号后是句子首字母大写，冒号后是短语、列表不大写。
3.2.3分号（semicolon）
（1）分隔长的、涉及并列的句子用分号
（2）致谢中的分隔
[image: ]
（3）一些连接副词后用分号（比如therefore、however、thus、moreover、consequently）
[image: ]
3.2.4撇号（单引号）（apostrophe）
（1）连接非正式的量词：比如一天的工作、一毛钱的价值、一码的长度
[image: ]
（2）一些特殊情况用撇号
[image: ]
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3.2.5括号（parentheses）
（1）小括号用来放置i.e或e.g开头的短语
[image: ]
（2）中括号用来包括小括号
[image: ]
3.2.6引号（quotation marks）
略
3.2.7破折号（dashes）
（1）2种破折号，en dashes半长型“—”，em dashes全长型“——”，连字符“-”
（2）全长破折号：突然转折，句子结构的突然改变；突然插入一个句子，起到括号的效果；指定图表标题。（注意破折号和左右两边的单词没空格）
[image: ]
[image: ]
（3）半长破折号：数字引用类；不能破坏本来短语（between…and或from…to等）；时间范围。
[image: ]
[image: ]
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3.2.8连字符（hyphenation）
（1）不要使用连字符表达范围！
[image: ]
（2）复合习惯计量单位，数量词前有数量词（a\an）带连字符，没有则不带。
[image: ]
（3）大多数情况下，不要在普通前缀后面加连字符
[image: ]
（4）复合元音可以加连字符：
[image: ]
（5）专有名词连字符：
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（6）头衔连字符：
[image: ]
（7）不能用连字符代替and、or，可以用“/”
[image: ]
（8）数字连字符：thirty-third、forty-two
（9）用连字符来避免歧义的情况：
[image: ]
（10）两个或两个以上单词修饰名词：
[image: ]
（11）副词-动词短语：
[image: ]
（12）浮动型关联相似性质：
[image: ]
（13）表方向：
[image: ]
（14）行末拆分单词
3.2.9＆（ampersands）
表示“and”
3.2.10与网络相关的符号
（1）e-
[image: ]
（2）网络地址
[image: ]


第四部分：大写、数字和其他使用规则
4.1名称
本部分需要的时候现查
4.1.1人名，头衔，学位
遵循特定规则
4.1.2机构
遵循特定规则
4.1.3地理位置
遵循特定规则
4.1.4事件
遵循特定规则
4.1.5上标（trademaeks）
遵循特定规则

4.2数字
4.2.1通用规则
（1）写数值较大且经过四舍五入的数字（注：后面有SI单位的，不要用million、trillion这些单词）
[image: ]
（2）三个数字以上的逗号间隔：日期、页码、地址不要用逗号隔开，对于英制单位制和无量纲单位这种情况要用逗号隔开。SI单位制不要用逗号间隔，用空格
[image: ]
[image: ]
4.2.2日期和时间
一些案例：
[image: ]
 [image: ]
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4.2.3电话号码
[image: ]
4.2.4整数
（1）一般来讲，1-9写单词，10或10以上用数字
其他略
4.2.5分数
[image: ] [image: ]
4.2.6货币
略
4.2.7维度
[image: ]
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第五部分：政策方针
（1）禁止商业传播
（2）禁止在图表中出现商业logo
（3）非原作者不能使用SPE材料
（4）只要作者从持有版权的非SPE来源获得了使用该材料的权利，可以使用任何非SPE版权的材料。来自硕博论文的材料通常需要与作者联系，以确定版权持有人。确定该材料是否在其他地方出版。
（5）避免抄袭，指明引用，避免与之前的工作完全重复。
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Penny Lane*, Worldwide Washers

*now with Consolidated Flange
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Two people, one company: No comma before the “and.”

J. Ford and T. Gibson, Exxon Mobil Corp. 2A1 *J-H;’Lg
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Three people, three companies: Semicolons to separate, and semicolon before the “and.”

J. Ford, Exxon Mobil Corp.; B. Smith, Schlumberger; and K. Moore, BP 3A3$ﬂ’$’@

Two people, two companies: Comma before the “and.”

J. Ford, Exxon Mobil Corp., and B. Smith, Schlumberger
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O. Jordan, Texas A&M University; J. Simpson, University of Tulsa; and
Mahmoud Ali, Texas A&M University-Qatar.
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= Bold the first reference to a portion of a multipartite figure (Fig. 1a), but leave subsequent
e
references to other parts in normal type (Fig. 1b).




image11.png
(Fig. 2).
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(see data in Fig. 3).
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In Europe, the pike, Esox lucius, is valued for food as well as sport.
SPE Journal has many fine articles, but those in the National Enquirer are a bit

more entertaining.
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Example: The measured liquid production was a result of (1) external expansion, (2) liquid
expansion, and (3) rock compaction. X
Preferred: The measured liquid production was a result of external expansion, liquid

expansion, and rock compaction. \/
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The measured liquid production was a result of several factors: expansion of the
system external to the core caused by...; expansion of the liquid contained in the
pore spaces of the rock normally occurring when...; actual decrease in pore space

caused by compaction within....
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The steps you can take to protect yourself from identity theft are
e Destroy your private records and statements.
e Secure your mail.

e Safeguard your passwords.
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As president of the society, Smith will emphasize
o Building support for young professionals
e Recruiting mentors from core industries

e Promoting sections to undergraduate students
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The method specified in Point 3 could be used.
1. Determine the model parameters.
2. Gather the necessary information.
3. Enter the data gathered using the Wickersham method into the appropriate

form.
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In many cases, the relationship of motion can be expressed more simply.

A=Bx+(C=D2). oo @3)
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A1 =2B>+ C(DF - DG)
+2B1 x Fa.
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(- a- b)(x) =fla(b(x))).




image22.png
(1,2, ..

.n}




image23.png
Eq. 7 illustrates this construct.
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The generally accepted method (Smith 1990) offers several advantages.
Smith (1990) provides a detailed explanation of this method.

Fig. 2.7—Stresses acting on the borehole wall (after Aadnoy 1996).
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Smith et al. (2004a, 2004b) showed that...
-
The method is analyzed in several studies (Smith 1990; Jones and Smith 1992;
St
Smith et al. 2004).

e —
This practice is common across the industry (Smith 1992, 1994b; Jones 1996).
—_— T —
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Yousef (1956, Fig. 4) first described this effect several decades ago.

A different section of the same earlier work was dedicated to this phenomenon

(Smith et al. 1997, 234-236).
———
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Correct:

Incorrect:

API SPEC 2F (1981) defines this process.
The operating limits (API RP 7G 1989) are defined as...

API Specification 2F (1981) defines this process.

The operating limits (API 1989) are defined as...
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(Fig. A-1, A-2, etc.; Table B-1, B-2, etc.)
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Eq. la and Eq. 1b, or Eq. A-3a and Eq. A-3b.




image30.png
“Figs. 2a and 2b” rather than “Figs. 2a and b.”

e
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...as shown in Fig. 1. Also note in Fig. 1 that the...
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...as indicated in Fig. 1. Further development is shown in Figs. 1 through 4.

=
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(such as subscript Re in Reynolds number, Nge).
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p = pressure, m/Lt2, psi
4 = viscosity, m/Lt, cp
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L =length, L, ft [m] p = density, m/L3, Ibm/ft? [kg/m3]

——





image36.png
A =area L =length T = temperature

B = formation volume factor m = slope v = velocity
C = concentration N = dimensionless number V =volume
d = diameter p = pressure Z = elevation
D = depth : P.= capillary pressure = viscosit;
P peEJX>. pillary p # y
h = thickness q = production rate p = density
J = productivity index r=radius ¢ = porosity
k = permeability S = saturation N
SPTEX

K = coefficient t=time
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For units of time in combined units, use the customary abbreviations “sec” (second); “min”
—_—
(minute); “hr” (hour); “D” (day); and “yr” (year) or the metric abbreviations “s” (second); “min”

(minute); “h” (hour); “d” (day); and “a” (year). Otherwise, spell out the term.
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SI Metric Conversion Factors
bbl x 1.589 873 E-01 =m?
ft x 3.048%* E-0l=m
hp x 7.46043 E-01=kW

* Conversion factor is exact.
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Joe N. Johnstone is a reservoir engineer with Depco in Houston.
Robert Jones is director, resource management at OGI Company in Norman,

Oklahoma.
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Jones holds a BS degree in chemistry from Stanford University.

Smith holds a BS degree in physics from Hendrix College, an MSc degree in
chemistry from Bristol University, and a PhD degree in geothermal engineering from
Richland College.

Aziz holds MS and PhD degrees from the University of Southern South Dakota,

both in petroleum engineering.
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Fig. 24—Comparison of afterflow rates for different permeability values (nonisothermal case).

the no-flow boundary effect. This simple example shows how the
interpretation of a simple reservoir can be misdiagnosed through
nonisothermal effects. A nonisothermal coupled wellbore/reservoir
simulator can help engineers prevent these kinds of errors in the

tions in studying flow-assurance issues, correction of gauge read-
ings with respect to depth, designing and maintaining flowlines and
production facilities, estimation of temperature distribution around
the wellbore for well-logging applications, and so other issues.




image42.png
the matrix to the natural fracture in the outer region. This stage
is marked by a “concave” on the pressure derivative curve. The
effects of stress sensitivity on the transient pressure response
become evident in this stage.

Stage VI: pseudo-radial flow in the entire system. In this
period, fluid in outer region flows into SRV in the radial
direction, the outer-zone dominates the system. The stress
sensitivity has strongly affected the fluid flow in this flow
regime. According to Zhao et al' and Jiang et al,'” the
pressure derivative response will exhibit a horizontal line with a
value of M,,/2 in the two-zone composite reservoirs without
stress sensitivity. However, because of the stress sensitivity, the
value of the dimensionless pressure derivative in this stage is
greater than M,,/2.

It should be noted that characteristics of the above flow
stages can be affected by various factors, such as the physical
properties of the SRV and the outer region, the stress
sensitivity, the hydraulic fracture distribution, and geometry in
the SRV. In practice, not all flow periods would appear on type
curves in a single situation. Therefore, effects of key variables
on the typical curves need to be further studied.

47 Sen v Analvcic Tn arder t0 fiirther cfiidv the

Quter region. lransient pressure and pressure derivative
curves for different mobility ratio of the SRV and the outer
region are illustrated in Figure 11. The values of relevant
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Figure 11. Effect of mobility ratio of the SRV and the outer region on
pressure and derivative curves.

parameters are listed as follows: L = 100 m, 7, = 0.03, @,, =
05 Rn=12 @ =02 @, =014, =102 1, = 10°* C,.
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Time (years) NOT Time (yr)
Depth (m) NOT Depth (meters)
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APPENDIX I: SAMPLE TABLES

Tables should be constructed with readability in mind. Extra-large tables, especially those meant to be

viewed in landscape mode, might require special formatting on a case-by-case basis.

Examples: 3.33 in. (20pi) wide

Completion
Layer Porosity Permeability Interval
1 0.3080 725md 20m
2 0.2880 1,591 md 17.8m
3 0.3240 3,093 md 28.6 m

Table I-1—Completion layer properties for Well B.




image45.png
Case Oil Gas (°C) vIT Slimtur ~  Rising-Bubble | Analytical EOS | Analytical  Slimtube
1 RKR live oil 51 mol% C. 87 14.8° - - 16.2" 15.6' 9.5 -
2 RKR live oil 52.5mol% Co. 87 14.0° - - 15.2" 16.4' 8.6 -
3 RKR stock Ethane 87 18.3¢ 11.2¢ - - - - -38.8

tank oil®
4 RKR stock Propane 87 3.9° 3.0¢ - - - - —23.1
tank oil ®
5 Terra Nova 9.56 mol% Co. 96 62.8° - - 74.3" 56.2' 18.3 -
live oil
6 Terra Nova 21.4mol% Co. 96 57.8° - - 67.8" 54.8' 17.3 -
live oil
7 Terra Nova 29.4 mol% Co. 96 31.8° - - 35.0" 44.4 10.1 -
live oil
8 Terra Nova 32.3mol% Co. 96 30.0° 29.3° 35.9-36.2° - 36.0' - 2.3
live oil
9 Gilwood stock Ethane 60 7.5° 7.2¢ - - - - -4.0
tank oil
10 Gilwood stock Propane 60 2.82° 3.1¢ - - - - 9.9
tank oil
" n-decane CO. 38 8.0* 8.7° 8.9° - 7.6’ - 8.7
12 Live decane CO. 71 12.25% 11.7' - 11.79 13.47 —4.5 —4.5

“indicates the VIT miscibilities measured in this study.
® The relatively large deviations observed between slimtube and VIT for RKR STO are because of high asphaltenic nature of this crude oil

© Elsharkawy etal. 1996
¢ Rao 1997
© Raoand Lee 2003

' Metcalfe and Yarborough 1979
? Monroe et al. 1990; O et al. 1993
" Esmaelizadeh and Roshanfekr 2006

! Ayirala et al. 2003
| Ayirala and Rao 2007

—— 00000

=

Table 1-8—Comparison of VIT miscibilities with other experimental techniques and calculation approaches.

ard
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(e.g., 20° slope, 65°F, 2°W)
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(i.e., a FEED scheme vs. an SAGD well).
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... papers by Rogers, Smith and Sloan, and Greenlee

... the effects of viscosity, flow rate, and porosity
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The director arrived in Bakersfield, California, USA, last week.
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a dark red dye

a dark red, commercial dye
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Incorrect: The benefits of this practice were: timeliness and cost savings.

Correct: The data were time, volume, and depth.
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Section officers are Jim Black, Chair; Susan Hall, Program Chair; and Bill

Williams, Secretary.
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Example: The first test failed; consequently, we ran another.

Exception: “Whereas” should be preceded by a comma, never a semicolon.
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o Use the possessive form for informal measures involving time, space, and quantity (e.g., a day’s

work, a dime’s worth, a yard’s length).
—_—
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(e.g., the 1920s, all As, BHAs)
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Examples: Smith’s paper on hydraulic fracturing is highly rated.
The US DOE’s latest study is a revealing one.
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(e.g., 30 °API).
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‘When identifying members of a particular discipline (e.g., reservoir management,

geology, completions)...
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The difference was small [compared with the earlier study by Adams (1976)].
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Water and gas are consumed, forming a crystalline cage—resembling ice—in

—_—
which gas molecules become trapped.

In several areas—especially where access to well disposal is controlled—water
N~ A
reuse is considered to have several advantages.
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Examples: Fig. 1—Cutaway drawing of a well.
i

Table 1—Field properties.
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(e.g., 1968-72, 10 a.m.—5 p.m., May—June 1967, pages 38-45, 3—5 March 2002, 13 May 1965-9
June 1966).
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Correct: ...from 1968 to 1972...; ...1968-72...

Incorrect: ...from 1968-72...; ...between 1968-72...
. —
Correct: ...between 10 a.m. and 5 p.m....; ...from 1000 to 1700....; ...10 am.-5 p.m....;
1300-1630 ~ YA
Incorrect: ...from 10 a.m.—5 p.m.; ...from 1400-1800...

—

- X
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Example: North Texas area wells contributing information to the ongoing study include
Crumley B-213 (1979—), McConnell C-124 (1979-1992), West B-246 (1979-),
and Bruce A-317 (1979-1983).
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(e.g., from 20 to 30%, NOT 20-30%).
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Examples: It is a 75-1bm drill bit.

—_—
It is set at 75 ft true vertical depth.
—_—
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Use the hyphen (-) in customary units (e.g., md-ft, B/D-psi) and the product dot () in metric units
- ){2/‘1/’ A

(e.g., md'm, m*d-kPa) to indicate multiplication in combined units.
—_—

Use “lbm” for pounds mass and “Ibf” for pounds force.

_— et
Use “_c_rf,” not “cc,” for cubic centimeter. M Maieﬁ?%{ds*ﬂ (g
Use “cm®” in place of “mL” to express volume (capacity). E)

——

Use abbreviations MM for million and M for thousand ONLY with cubic feet to express gas
—

volumes. &void'the use of MM with such expressions as barrels of oil (MMBO) or barrel of oil

equivalent (MMBOE); instead, spell out “million.”
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Use a hyphen after a prefix when there is a repeated vowel (e.g., re-elect, pre-eminent, semi-

insoluble). Exceptions are cooperate, coordinate, isooctane, and microorganism.
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(e.g., non-Newtonian, post-Ordovician).
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president-elect vice-chairman vice-consul

vice-presidential co-owner co-chair
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oil/water interface, pressure/time plot, pressure/volume/temperature data, section/chapter news).
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the lower-production interval (interval producing a lower production than other
— = [V
intervals) 1E\Efu_ X | Ej (GEJ“_ E{E\E)
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uction that is physically lower than others)
X (X )
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Examples: the well is shut in vs. shut-in well
_

combustion occurred in situ vs. in-situ combustion occurred
—




image72.png
Hyphenate adjective phrases formed by an adverb and a verb (e.g., a slow-moving front, the quick-

drying cement).
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Establish the pressure- and temperature-dependent characteristics.

- ————
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The wind blew from the north-northwest.

The fault ran northwest/northeast.
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A Closer Look at e-Commerce

e-business is looking better all the time.

WELCOME TO THE E-ZONE!
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Corrosive Service: A Study in Economics

Horizontal Drilling—New Horizons
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You can find the site by searching for it at http://www.webcrawler.com.
Format digital object identifiers (DOIs) with the full URL according to guidelines
issued by CrossRef for the use of DOIs (i.e., https://doi.org/10.2118/114172-MS).
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Examples: 40 million six million consumers 8x10° m¥/d USD 4 million
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Do not use commas in numbers in dates, pages, or addresses (e.g., 15 October 1997, page 1171,

1600 Pennsylvania Avenue). Use the comma with numbers of more than three digits used with

customary (i.e., not SI metric) and nondimensional units (e.g., 456,789 bbl, 2,956 ft:.
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Do not use a comma with SI metric units. Use a space instead; four-digit numbers followed by SI

metric units require no space (e.g., 4 720 525 m?®, 1525 m).
e ——
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5 May 2017
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Examples: 6 p.m. (not six p.m.)

The startup date was 5 June 1977.
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Waterflooding began in April 1975.
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Examples: from 10 a.m. to 2 p.m. 11 am—6 p.m. 10-11 a.m.

from 2 to 6 p.m. 8 a.m.—noon
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1.800.555.1212 44.171.487.4250
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(e.g., one-half).
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J. B. Brown, Consolidated Flange; P. D. Smith, Smith Consulting; and E. L.

‘White and P. Lane, Worldwide Washers
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(e.g., 24 in.).
(e.g., 3.25 kg).
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3D, 4D, etc.




image88.png
Example: Each cell is 84x84xS5 ft.




